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Step 6 Identify the faulty fuse,use a socket wrench to unscrew the fastening bolt of the fuse to be
replaced,and remove the faulty fuse.

Step 7 Secure the new fuse with M10×30 bolts with a tightening torque of 34 - 40 N.m.

- - End

11.4.2 Replacing Fuse Outside Power Distribution Cabinet

The fuse is located at the bottom of the inverter that near the transformer, and the location is
highlighted in the figure.

Step 1 Ensure that the inverter is in a shutdown state.

Step 2 Disconnect the MV switch on the AC side of the inverter.

Step 3 Use a multimeter with a range of 1500 Vdc to measure the AC side voltage of the inverter.
Check and ensure that the voltage is 0.

Step 4 Remove the four M6 screws on the baffle at the air outlet at the bottom of the inverter that is
near the transformer, and remove the baffle.

Step 5 Unscrew the eight M6 screws on the fuse holder, remove the cover, remove the old fuse, and
install the new fuse. (Please see "7.2.3 Installing Fuse in AC SPD" for how to install fuses.)

Step 6 Reinstall the cover of the fuse holder and the baffle.

- - End

11.4.3 Replacing Fuse Inside Power Distribution Cabinet

The location of the fuse in the power distribution cabinet is highlighted in the following figure
(marked as A in the figure below). Please refer to the "11.4.2 Replacing Fuse Outside Power
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Distribution Cabinet" and "7.2.3 Installing Fuse in AC SPD" for the specific steps to remove
and install the fuse.

* The image shown here is for reference only. The actual product received may differ.

11.5 Replacing Fans

Overview
This section describes how to replace fans with an example of replacing the fan at the top
right end of the AC side of the inverter as an example.
Procedure

Step 1 Remove the bolts from the top door on the AC cabinet and open the cabinet door.

Step 2 Remove the M5 bolts between the fan fixing plate and the bottom platform and take down
the fan.

Step 3 Remove the four M5 bolts connecting the fan and the fixing plate, and remove the fan.

Step 4 Install a new fan in reverse steps.
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- - End
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12 Cyber Security Protocol

12.1 Password Change Requirements

After initial login, change the HMI password (pw8888) to a site-unique password
with 6 to 32 uppercase letters, lowercase letters, numbers and special characters.

If you forget the password or you want to restore factory settings, contact
SUNGROW.

12.2 Port Protection and Isolation

Ensure that the inverters are installed such that the network zone has ingress
protection and minimized port exposure. The network should have an independent
subnet that is physically isolated.

Ensure that network security protections are in place to ensure physical isolation
of the Firewall and Ports.

If a DNS service is used, ensure that the inverter has access to this site-specific
DNS server. Change the DEFAULT DNS server to local DNS service provider.

12.3 Network Cables and Tamper Evident Seals Inspection

When tamper evident seals are broken, ensure that these are removed and
replaced.
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Ensure that all RS-485 data cables are inspected periodically for damage, wear and
tear.
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