

















SENECA
COUNTY

LEGEND
O Inverter |:| Participating Parcel Predicted Sound Level (dBA)
- Solar Array |:| Non-Participating Parcel 5 dBA Contour Level
R — Scale 1:4,800
Collector Substation | City/Town Boundary 1 dBA Contour Level Linch = 400 feet

< i 0 200 400
Switchyard D County Boundary — 57
63

O Participating Receptor

Service Layer Credits: Source: Esri,
Maxar, Earthstar Geographics, and the

= Non-Participating Receptor GIS User Community

North Seneca Solar Seneca, New York

=P lon Figure 7-j.1, Map 65 of 78
Sound Levels During Equipment Installation




|:| Participating Parcel

O Inverter
- Solar Array
Collector Substation
Switchyard

O  Participating Receptor

D County Boundary

= Non-Participating Receptor

North Seneca Solar Seneca, New York

Predicted Sound Level (dBA)
5 dBA Contour Level

1 dBA Contour Level

Scale 1:4,800
1 inch = 400 feet

0 200 400

__— Feet

Service Layer Credits: Source: Esri,
Maxar, Earthstar Geographics, and the
GIS User Community

TEEETEDET

Figure 7-j.1, Map 66 of 78
Sound Levels During Equipment Installation




peoy|psgy

LGN

O Inverter
- Solar Array
Collector Substation
Switchyard

O  Participating Receptor

D County Boundary

= Non-Participating Receptor

North Seneca Solar Seneca, New York

=psilon

SOCIATES INC.

SENECA
COUNTY

Predicted Sound Level (dBA)
5 dBA Contour Level
Scale 1:4,800
1 dBA Contour Level 1 inch = 400 feet

0 200 400

__— Feet

Service Layer Credits: Source: Esri,
Maxar, Earthstar Geographics, and the
GIS User Community

TEEETEDET

Figure 7-j.1, Map 67 of 78
Sound Levels During Equipment Installation






